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Retrofit
Easily upgrade 
your existing barrel 
locks.

Locker locks range
Cue RFID lock

The Cue code lock is a 
battery-operated digital locker 
lock that can be programmed 
in shared or fixed user modes. 
It features an override code 
for emergency access and low 
power consumption with each 
battery pack providing 3-5 
years of battery life.

SPECIFICATIONS

Type: Battery
Mode: Dedicated / Shared
Door thickness: 1 mm - 30 mm

COLOUR RANGE

Brushed Nickel

Black

Emergency Access
Management bypass 
code or key with 
external power for 
emergency access. 

Low Power 
Consumption
Each unit runs 
180,000 cycles 
with 4 AA 
batteries. Lasting 
between 3-5 
years. 

Water Resistant
IP55 rated lock, resistant 
to direct water contact 
and humidity.

PRODUCT SPECIFICATIONS (MM)

Code H W D

Cue code lock 84 59 13

2 Operation Modes
 Set in free or 
dedicated mode 
operating with a RFID 
card, RFID key fob or 
RFID sticker.

DDA Accessible
This lock meets BCA 
and DDA accessibility 
requirements.

RFID Reader
Works with 13.56 
MHz iClass and 
Mifare standards. 
Including ISO 
14443A, ISO 14443B, 
ISO 15693.

Automatic Unlock
Locks can be 
programmed to 
automatically open 
after 1 to 99 hours 
or at set times on 
certain weekdays.


